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NON-SCHEDULED AIR CARRIER CEKRTIFICATiON Fs S
3

.'&2.i}Certificates. A non-scheduled air carrier operating certificate (here-'
'““f’”/!inafter referred to as "certificate") will be issued to any non=
scheduled air carrier (hereinafter referred to as "carrier") meeting
the requirements set forth herein.
NOTE: A non-scheduled air carrier means any person who undertakes,
whether directly or indirectly or by lease or any other arrangement
to engage in the carriage by aircraft of persons or property as a
common cérrier for compensation or hirse, or the carriage of mail
by gircraft, in commerce between, respectively - |
{a) a place in any State of the United States, or the District of
Columbia, and a place in any other State of the United States,
or the District of Columbia; or between places in the saﬁe
State of the United States through the air space over any
place outside thereof; or between places in the same
Territory or possession (except the FPhilippine Islands)
of the United States, or the District of Columbia;
(b) a place in any State of the United States, or the District of
Columbia, and any place in a Territory or possession of the
United States; or between 2 place in a Territory or possession
of the United States, and a place in any other Territory or
possession of the United States; and
(¢) a place in the United States and any place outside thereof,
whether such commerce moves wholly by alrcraft or partly by
aircraft and partly By other forms of transportation.

42,10 Service ratings. Service ratings authorizing the holder of any

certificate to conduct a particular type of service will be as follows:




(a) Cargo only;
(b} Passengers only;
{(c} Cargo and passengers.

42.11 Qperation ratings. Operation ratings auvthorizing the holder of any

certificate to conduct a particular type of operation will be as follows:
(a) Visual contact day - land; |
(b} Visual contact day - water;
(c) Visual contact night - land;
(d) Visual contact night - water;
(e} Instrument day ~ land;
(f) Instrument day - water;
(g) Instrument night - land;

(h) Instrument night - water.

GENERAL REQUIREMENTS

42,2 General, To obtain a certificate and ratings authorizing the conduct

of a particular type of service and operation, a carrier shall meet
and maintain throughout operation under its certificate, the following
requirements:

L2.20 Area. The area over which the carrier operates shall be of such
general character and equipped with such aids to air navigation as
the Administrator may deem necessary to assure safe operation of the
types conducted by the carrier. In approving and prescribing the area
over which the carrier is authorized to operate in air trénsportation,
the Administrator shall consider the following factors:

{a) General character of the terrain;

(b) The type of aircraft used by the carrier;

% NOTE: The type of operation conducted by any carrier will be determined by o
the nature of the service and operation ratings (88 L2. 10 and hé.
for which application is made. . S
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(¢} The adequacy of the airports, including emergency landing fiéldé{‘

(d) The type of operation comducted by the carrier;
(e) The type and number of aids to air nmavigation;
(f)} Prevailing weather conditions in the area; and

(g) OSuch other factors related to safe operation as the

Administrator may deem necessary.

L2.21 Aircraft. The aireraft of the carrier shall be certificated for the "

type of operation conducted by the carrier in accordance with the
applicable provisions of Part Oh, and Part L3, except that Sections
O4.51 and 0L.52 instead of OL.53 shall be applicable to aircraft
engaged in operations confined to an area within a radius of 500 milesféiﬂ;'

of the carrier's base and such aircraft shall be of & modél and

quantity deemed necessary by the aAdministrator for safe operation. Inf_{;p

approving and prescribing the aircraft with which the carrier is

authorized to operate in air transportation, the Administrator shall
consider the following factors:

(a} The type of operation conducted by the carrier;

{(b) The area over which the carrier conducts its operation;

(c) The type and number of aids te air navigation; and

(d) Such other conditions as the Administrator may deem

necessary to assure safe operation.

,2.22 Airmen. The carrier shall have such pilots with at least commercial 53ﬁK

pilot certificates and such ratings and other experience as the
Administrator may deem necessary for safe operation and have
available properly certificated and rated mechanics and such other

necessary airmen and technical employees of a kind, grade, experience = .

and mumber as the Administrator may deem necessary for safe operatibn;

In approving and prescribing the airmen and technical emp;ﬂyb¢s5wi -




which the carrier is authorized to operate in air tranéportatien;'ﬁhé";
Administrator shall consider the following factors: |
(a) The type of operation conducted by the carrier;
{b) The maintenance, technlques and procedures employed by the carrler;

(c) The quantity, model and type of aircraft operated by the

carrier;
{d) The area over which the carrier conducts its operations; and

(e} Such other factors as the hdministrator may deem necessary

-to assure safe operatlon.

h2 23 Airports. No airport shall be used by the cerrier in air tranépo&ﬁé}ufﬁ.

1,2.25y Maintenance. The carrier shall have and use maintenance facilities

tion unless it has been approved by the Administrator as adeguate for

the safe conduct of the type of operation conducted by the carrier.

In approving and prescribing such airports, thé hdministrator shali
consider the following factors:
(a) Size, location, equipment, maintenance and condition of
the airpori;

(b} The type of operation corducted by the carrier;

(c)} The type of aircraft used by the carrier in its operations;
(d) The area over which the carrier conducts its operations; and
(e} Such other factors as the Administrator may deem necessary for

safe operatiomn.

and maintenance methods, procedures and techniques which are of a
kind and quantity deemed necessary by the Administrator to assure safe

operation, In approving the maintenance facilities, methods,

procedures and techniques with which the carrier is authorized to

operate in air transportation, the Administrator shall consider the. -




following factors:
(a} The quantity, model, type and character of aircraft used by.

the carrier;

(b) The type of operation conducted by the carrier;

{c) The area over which the carrier operates;

(d) The amount of service required of each aircraft; and

(e) Such other factors as the hdministrator may consider
necessary to assure safe operation.

L42.25 Radio facilities. The aircraft of the carrier shall be eguipped

with such radio facilities (two-way radio-telephone, radic compasses,

radio direction finders, etc.) and the carrier shall possess such

radio facilities on the ground as the Administrator may deem’

necessary for safe operation. In approving and prescribing the

radic faciltities with which the carrier is authorized to operate in
air transportation, the hdministrator shall consider the following
factors;

(a) The type of operation conducted by the carrier;

(b} The area over which the carrier conducts its operations;

(c) Aids to air navigation installed in the area over which the

carrier conducts its operations; and

(d) Such other factors as the Administrator may deem necessary

to assure safe operation.

h2.26 Weather reporting. The weather reporting facilities avajlable to
the carrier shall be from such stations reporting with such frequeﬁcy'izfﬁ;
as the Administrator may deem necessary to assure safe operation:
Provided, That no weather reporting facilities shall be requiréd

for any carrier engaged only in local sightseeing flights which

do not extend beyond a distance of 25 miles from the base of the'. =




carrier. In approving and prescribing the weather reporting facllltles;
with which the carrier operates in air transportation, the hdmlnlstrator'“

shall consider the following factors:

(a) The “vpe of opehation conducted by the carrier;

(b) The ares cver wnich the carrier conducts its operations;

{c} The prevaiiling weasher conditions in the area over which
the carrier operates:

(d) The type and ouantity of radio equipment in the aircréft
opercted by the carrier; and

(e) Such other facilities as the Administrator may deem

necessary to assure safe operation.

OPERATION RULES

42.3 General, In conducting all operations in air transportation carriers. 
shall be governed by:

{a) Operation Specifications issued by the administrator
prescribing the area over which the carrier is authorized
to operate, the minimum facilities, equipment, material,
and personnel approved by the Administrator under & L2.2,
and establishing such ofther conditions as he may deeﬁ
necessary to assure saie operation; and |

(b) The following special rulss in addition to those found elsewheré:

in the Civil Air Hegulations:

42,31 Single engine aircraft. The following limitations shall govern

carriers in the use of single engine aircraft in air transpertation: _ h!?,

(2) Single engine aircraft with an engine having less than 100 ‘_  ﬂff

horsgpower shall not be used in any flight in air trahspofta#;r

involving the carriage of passengers which will extenditbf
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point more than 500 miles from the base of the carrier.

(b) Single engine aircraft, carrying passengers, shall not be operated

at night beyond 25 miles from the base of the carrier unless each
occupant of the aircraft i5 equipped with a parachute of an
approved type and design maintained in accordance with the
provisions of the Civil Air Regulations, unless

(1) Such operation is confined to a lighted airway, or

(2) The flight path of the aircraft is such that the

aireraft will be at all times within 25 miles of a

suitably lighted airport.

(c) BSingle engine aircraft shall not be operated with passengers
under instrument conditions unless each occupant of the aircrafd
is equipped with a2 parachute of an approved type and design,

maintained in accordanca with the provisions of the Civil Air

Regulations and such operation is comnducted over such routes
and with such radio eculpnent as may be necessary to provide
adegquate mezns for accurate navigation.

(8) Single engire land aireraft shall not be operated over water
in air transportation involving the carriage of passengers unless
the fligh+ path of the aircraft is such that it can a2t all times
reach land deemed suitable by the Administrator for safe landing
in the event of complete power failure.

(e) Single engine water aireraft shall not be operated over land in
air fransportation involving the carriage of passengers unless

the flight path of the aircraft is such that it can at all times

reach open water deemed suitable by the hdministrator for safe

landing in the event of complete power failure.




(f) Single engine water aircraft shall not be aperated ﬁi€h passengér$;
at night beyond gliding distanpe from shore, o |
{(g) Singl: enting aircraf* e1211 not be operated with pésséngers
over ruler bgvcnd aLifiug cistonce from shore under instrument
cond” tions,

42,32 Multi--sngire oircraft  The following limitations shall govern

carriers in thz ure of aloil-engine airceraft in air transportation:

(a) No carrier shzll oporate multi-engine aircraft in air
transportation involving the carriage of pdssengers unless:

(L) Such aircraft is capable with any one engine inoperative~Jw;
of maintaining level flight at least 1000 feet above
the highest obstruction to flight on the routes flown -
in the area over which the carrier.operates3 or

{2) Such aircraft is operated in accordance with operating
procedures which, in the opinion of the Administrater,
will permit the aircraft, in the event of failure of any . 2
one engine at any poinit on the route flown or in the
area over which the aircraft is operated to reach a
safe landing at an airport or other suitable area.

(b) Multi-engine land airecrafi shall not be operated over water
beyond gliding distance from shore without the aid of power,
unless such aircraft has one or more suitable emergency exits
located in the upper half of the airframe.

(¢) Lulti-engine aircraft shall not be operated with passengers
over water out of sight of land unless equipped with approved
flotation gear or life preservers for each occupant and a
Verys pistol and cartridges or equivalent signal equipment

deemed adsquate by the Administrator.
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(d) Multi-engine aircraft shall not be operated with passencers -
under instrumert conditions off an airway, unlesc such aircvals @0

is ocguipiel with flly functloning dual controls opersied ty

twe properly certificated pilots,.

Lh?2.33 Radio facilities.

L2.330 Two-way radio. A& carrier shall not operate aircraft in air

transportation beyond 500 miles from the base of the carrier, or

over water more than 25 miles from the shore line, unless such

aircraft is equipped with two-way radio~telephone of a design,

distance and freguency range satisfactory to the iadministrator.

L2.331 Radio navigational and orientation aids. &4 carrier shall not
operate aircraft with passengers in air transportation in the
following types of flights, unless such aircraft is equipped with
such navigational and orientation aids {(radio direction finders,
radio compasses, etc.) as the Administrator may deem necessary
for safe operation:

(a) Any flight over water during hours of daylight which extends

beyond 100 miles from shore;

(b) Any flight over water during hours of darkness which extends
beyond 50 miles from shore; and

{c) Any flight under instrument conditions over water as in (a)
and (b) above or off a civil airway.

L2.3h Pilots. No carrier shall employ a pilot to be in command of aircraft

¢arrying passengers in air transportation during a flight teo a point
further than 500 miles from the base of the carrier, unless such

pilot has a total of not less thian 500 hours of solo flight time,

which total shall include at least the following minimums of

specialized types of solo flight time prescribed for_th§~p§rti¢ﬁiéﬁ*3ﬁ”"
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type of operation involved:

(a) Day. If the flight is conducted entirely under contact

conditions during the hours of daylight, such pilot must

have 100 hours of solo ecross—~country flight time and 50
hours of solo flight time in aircraft of the same type,

class and horsepower range as the aircraft used in such flight, '*f

(b) Night. If the flight is conducted in whole or in part under

contact conditions during the hours of darkness, such pilet

must meet the requirements of subsection (a) and, in addition,
must have 50 hours of solo cross-country flight time during
the hours of darkness.

(c¢) Instrument. If the flight is conducted in whole or in part
under instrument conditions, such pilot must meet the
requirements of subsections (2) or (b), depending upon the
type of coperation invélved, and the following requirements:
(1) Such pilot must be thoroughly competent to use all

navigation and orientation aids installed in the
aircraft used on such flight; and |
(2) Such pilot must have 50 hours of cross-country solo
flight time cbltained in flights conducited by reference
to instruments and radio alone.

(d) Operation over waber. If the flight is conducted in whole or

in part over water out of sight of land, such pilot must meet

the requirements of subsections (a), (b}, or (c), depending

upon the type of operation involved, and must have 50 hours of   ji

solo flight time obtained in solo cross-country flying over

water out of sight of land.
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A pllot shall not operate any aircraft carrying passengers

when such aircraft is of a make or model which the pilot

has not flown within the preceding 30 days, unless such pilot
first makes three take-offs and landings in such aircraft, each
of which landings must be to a full stop.

A pilot shall not fly more than 8 hours out of any 12 consecutive
hours without a rest period of at least 1 hour during such 12
hour period.

A pilot shall not fly more than 12 hours during any 2L consecutive
hours and if during any such 24 consecutive hour period a pilot
has been permitted to fly in excess of 8 hours he shall be

given, in addition to the rest period in (f) above, a rest

period equal to at least twice the number of hours flown.

During such rest period the pilot shall be relieved of all

duty with the carrier.

A pilot shall not pilot aircraft in excess of 36 hours during
any 7 consecutive days and during such 7 consecutive days, each
pilot shall be given at least 2li consecutive hours of relief
from all duty.

A first or second pilot shall not fly more than 85 hours in

air transportation in any one calendar month, nor more than

100 hours a month total flying time,

A pilot shall not fly more than 1000 hours in air transportation
nor more than 1200 hours total flying time during any calendar |
year.

A pilot shall not operate aircraft carrying passengers on &
flight which is to a point farther than 500 miles from the

base of the carrier unless such pilot has satisfactorily
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passed within the 6 months immediately preceding any such
flight, a physical examination of the type prescribed for
airline transport pilots given by a medical examiner
designated by the Administrator.

(L} A second pilot shall be on duty in any flight with passengers

whens:

(1) The aircraft used is of a design incorporating multi-
engine features, combined with retractable landing gear
or wing flaps; or

‘(2) The first pilot is required to fly more than 8 houré
during any one consecutive 2L hour period; or | |
(3) In the opinion of the administrator the usual and

customary duties of one pilot in navigation and conduct

of the flight would be unduly interfered with through
the necessity’of performing other duties.

L2.35 Operations.

42,350 Airworthiness. A pilet of a carrier shall not take-off in any

flight in air transportation if, in his opinion, the aircraft used
in such flight is not airworthy or the engine of such aireraft is

not functioning properly.

L42.351 Radio. A carrier shall not use an aircraft on any flight in air

transportation during which radio will, or may be, used unless prior

to take-off a check has been made to determine that all regquired radio _ 2%{

equipment is functioning properly and, if the aircraft is equipped
with trailing antenna, an additional check shall be made as scon as
possible after take-off to determine if such trailing antenna has been

lost.
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L2.352 Tests. 4 carrier shall not permit an aircraft to take-off on a night

flight in air trénsportation unless:

(a) 411 flight controls have been tested by the pilot while on
the ground to determine that they are functioning properly;

(b) Before the take-off run the aircraft engine or engines have
been individually tested by the pilot at full throttle
(supercharged engines shall be tested at run-up RFM at the
manifold pressure specified by the carrier for the particular
conditions involved); and

(e) Al1 engine instruments indicate normal conditions ard each
migneto has been individually tested.

42,353 Take-off. The take-~off of aircraft on a flight in air transportation

shall be begun from a point which makes available the greatest length
of runway considering wind direction and, insofar as practicable, after
such take-off the aireraft shall not be banked until at least an
altitude of 500 feet has been obtained.

L2.35L Dual contrels. In flights in air transportation by a carrier requiring.

two pilots at dual controls, neither pilot shall leave the conirols
- of the aircraft during the take-off and ascent immediately following
take-off, or during any approach, let-down-through procedure, or landing,

52,355 Oxygen apparatus.

(a) Aircraft not having pressurized cabins and operated at an altitude
exceeding 10,000 feet aboﬁe sea level continuously for more than
30 mimites or at an altitude exceeding 12,000 feet above sea level
for any length of time shall be equipped with effective oxygen
apparatus and an adequate supply of oxygen available for the use
of the operating crew. Such zircraft shall also be equipped with

an adequate separate supply of oxygen available for the use of_
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passengers when operated at an altitude exceeding 12,000 feast above
sea level.

(b) Unless oxygen is supplied in accordance with paragraph (a), aircraft
having pressurized cabins shall not be operated with a pressure
within the cabin less than that corresponding to a pressure altitude
of 10,000 feet. A4ircraft having pressurized cabins and operated at
altitudes in excess of 18,000 feet above sea level.shall be equipped
with an adequate emergency supply of oxygen available for the use
of the flight crew.

42.356 Instrument Procedures. A4 carrier shall not operate aircraft engaged

in air transportation under instrument cqnditions except in accordance
with the take-off, approzch, aond let-down-through procedures specified
by the Administrator for the airports involved unless other procedures
are specifically outhorized by an airway traffic control center or a
certificated air Traffic Control Operator on duty at the airport.

L2.357 Emergency asuthority. The pilot in command of any aircraft operated

by a carrier in air transportation is authorized, in emergency situations  "
whicﬁ require immediate decision and action, to resolve upon any course .
of action which is regquired by the factors and information available

to him. He may, in such situwations, deviate from prescribed methods,
procedures, or minimums, to the extent required by considerations of
safety. TWhen such an energency authority is exercised, the pilot shall,
if possible, keep the proper control station fully informed with regard
to his actions. In any case he shall submit immediately upon the
completion of the fli:ht & written report of such deviation to the
Operations Manoger of the carrier or such other persecn as the carrier

may designate to rec2ive such reports., Such person shall furnish a

copy of such report, with his comments, to the Administrator within
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seven days of the flight.

L42.358 Reports, Each carrier shall furnish the Administrator with such

reports as the Administrator may reguire.

42.36 Clearcnce. The following regulations shall govern clearance of flight L
in 2ir transportiation by a carrier. 4 |

L2.360 Flight Flan. No carrier shzll begin a flight in air transportatiOnvﬂJ”n

under instrument conditions uniess the flight plan prescribed by § 60.5 . -

of the Civil Air Regulstions has been filed, which flight plan shall
designate twe alterncte airports. If any portion of.such-flight is onx;f
a civil airway such flight plan shall be filed in the manner prescr;bed;¥;:”'
by £60.5. If no portion of such fligh% is on a civil airway such flightf;j_
plan shall be written out by the pilot i1n command and mailen to tﬁu_ | |
office of the local inspcctor of the Administiator pricv Ti ih;‘iepa?tﬁré?f.

of such flight.

42,361 TFuel and Oil.

{a) Under visuzl contact conditions, ne aircraft shall *exe off without .
sufficient fuel and oil, considering the wind and clhey weabher

conditions to be encountered during the course of thnn flight, to

complete the flight to the first point of intended landing 2and
thereafter to fly for a period of U5 minutes at normel cruising

consumption.

(b} Under instrument conditions, no sircraft shall take off without -

sufficient fuel and oil, considering the wind and othur weather

conditions to be encountercd during the course of the flight, to “
complete flight to the first point of intended landing and theraaftéﬁf_

to fly to and land at the alternate 2irport specified for such

flight which is most distant from the first point of intended landing

and thereafter to fly for 2 pericd of LS minutes at mormal cruising
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consumption.

L2.362 Equipment,, o alrcraft shall be operated in air tronaportation

unless all +tho irstruments and equipment required by tas Covil Alr
Regulations cr spucified in the Operation Specifications for the p@rticli
type of opsration involved are instolled in such aircraft and
functioning ot the time of take-off.

412,37 Weather minimums.

42,370 Gereral. No carricr shall use a weather report to control flight

movements of its aircraft in air transportation unlcss'such.weathcr.
report was prepared from obscrvoations made znd released by the United
States Weather Bureau or by a source approved by such Buraauv. 411
weather reporis so used shall be the latest reports available. In su¢h'*
report buvershois procsures corrected to a sea level reading shail be
used excinslivel ;7 ond 17 ceiling heights or other cdtitudos zansried

-

by pilots din e b il be with reference to cltrtude sbova soa lowell

6

42,371 Instrumnt sweoiion, dhen any portion of any flight. iunivaing

¥l

take-off, clinh, =rmusce, let-down, or zprrench, ~anmret Lo ouid. by viewal 0

-~

reference to terrzin within gliding distun.c 27 T ivo-0h, cash

-
w
r

flight sholl be classed as instrurment opesrataicn o ~7 L ryoniczments,

w17 ey
SO B 1

restrictions and rules povernming instrument opcy.iicr, &

.-
iy

-
P

L2,372 Ceiling und visibility.

42.3720 Cargo. A& carriur shall not opurate nircrefs "= ofv trocanoriation

1A e

for the carriage of cargo only unless the ¢l oot oy b

all points of intended landing or prepnsed ci’ovinics omy elthur 500

feet and 1 mile respectively or arc vowsi 10 oo celling ond viglhility

B, B EE3
DO0TIE JYIIOY AT

~T

specificd at such points for opcration vy :aoiwduied azc

engaged in air transportation, whichorer nre lower.

Lh2.3721 Passcrgers.
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(a) A carrier shall not eperate aircraft in air transpcrﬁzt{an for the -
carriage of passengors when any point of intended landing or
proposad alternate is on a civil cirway unless the ceiiing at such
point is 500 feet and the visibility 1 mile of, if any such point
ié uscd by an air carrigr in scheduled air carricr service, the
visibility is 1 mile and the ceiling at such point is not less than
200 fect more than that specified for use by such air carrier,
whichever is higher.

(b) A carricr shall not operate aircraft in air transportation for the

- garriage of passengers when any point of intended landing or proposecd
altermate is of f a civil sirway unless the celling at such peint
mgets the minimum weather requirements of the Civil Air Regulations
governing weather minimums for contact flight.

42.3722 Reduced visibility. HNotwithstanding the provisions of £84,2.3720

and 42,3721, contact flight during the hours of daylight mzy ke made
by a.carrier in air transpertation when the visibility 2t any peint of
intended landing or proposed alternate is roduced to one-half mile by
local smocke, dust, haze, blowing snow, or s-nd,

L2.373 Ieing conditions. No carrier shall operate single cngine aireraft

in air transportation through an area in which icing conditions are
reported nor multi-engine aircraft under such conditions unless equipped
with an approved de-icer installation.

L2438 Mzintenance. HMaintenance operations of all carriers shall be conducted

in ac¢cordance with the following conditions:
(2) Bach aircraft, zireraft engine, propeller, and appliznce operated
by 2 caryvier in alr transportation shall be maintained in a

continuous condition of airworthincss, anl shall be altered and

repaired in accordance with the standoards and practices prescribed ? 
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in Part 18 of the Civil Air Regulations and % uccoppaniing manual,
in addition to such specific conditions and limitations as may'Bé ,g;;'

set forth by the Administrator in Operation Specifications.

(b} A1l phases of maintencnce work shall be adequately supervised-byﬁfff;

certificated mechanics properly rated for the particular work
involved.

(¢) Each carrier shall keep the following current reports with respedﬁj
to all aireraft, aireraft engines, propellers and, where practicaﬁl ;l

appliances used in air transportation:

(1) Total time and service;

(2) Time since last overhaul;

(3) Time since last inspection; and

" Cl4) Such othcr dota as ﬁhénﬁdmihistriﬁér'ﬁéy"&éém-néGGSSéryﬁﬂ'gwé'

for safe operation.

2.4 Unassigned.

- 42.5 Unassigned.

42.6 Unassigned.

L2.7 Unassigned.

L2.8 Unassigned.

42,9 Issuance and expiration of certificates.

h2.90 Application. Appliéation for a certificate shall be made upon theufﬁf..:
applicable form prescribed and furnished by the Administrator.

42.91 Compliance. All operations must be conducted in accordance'with‘thek_:;“

specifications of thce air carrier operating certificate and theufulé§  ;3
contained in this PFart.

L2.92 Display. The certificate shall be consnicucusly posted in

principal office of the carrier where it =77 ba readily seen-q«ﬂ-r

such certificate, and accompanying Operi*icn Specifications, cha




- L9 -

presented for inspection wupon the ronscnable request of any porson
& facsimile copy of st i certifizate shall he conspicueusly posted in
the carrier curing cperation in 2ir transpertation, where it may be. -

easily identifiec by passengers.

[
N oo,

42,93 Non-transfuraltili<y. A certificate is not transferable.

L2.9h Duration. A certificate shall be of 60 days! duration and unless

the holder thereof is ctherwise notified by the Administrator within :;
suchi period, shall continue in effect indefinitely thereafter unless
suspendued or revokoed or'voluntarily cancellcd.

42,95 Surrcnder. Upon the suspension or revocation of a certificate, the

holder thercof shzll, upon request, surrender such certificate to any'f

officer or employcc of the Administroter,

42,96 Inspection. The .pplicant for or the holder of a certificate shall!‘fﬁ...~

offer full cooperation with respect to ony inspection or examination o

which may be made of said applicant, its personncl, facilities,
equipment, and records, upon proper request by an authoriged rcpresent@ﬁ;ve
of the apdministrator.

L2.97 Amendment. happlication by the air carrier to amend the air carrier,5f5=-

operating certificate shzll be made upon the applicable form prescribéd jff

and furnished by the Administrator.




